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SPECIFICATIONS Y
Rated Current:0.75AMP 0.8x(N-1)PINE0.15 (PCB BOARD TOLERANCE+0.05) H
Contact Resistance:30mQ Max | o8 &1?8@*
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Withstand Voltage:500V AC/DC } } I S
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Operation Temperature:—40°c to +105°c b o
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Contact Material:Phosphor Bronze e e o e
Contact Plating:Au or Sn Over Ni 1 5 dadddddddd ]
Insulator Material:Polyester(UL94V—-0) Juuduuuudy uuuuy 4« e 0.8XNPIN-1.6 S
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Max.Processing Temp: 230°C for 30-60 seconds
(260°C for 10 seconds)
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No.of Insulator z_oﬁm:o_ Post Contact Plating  Packing T 4.8040.25 N= W/O Post
P Row Option W=With Post  G1:1U" Gold 0=PE Bag 0.80xNPIN—1.6%0.15 .
2+50 A=BK-PBT N=W/0 Post  G2:1.5U" Gold A=Tray W= With Post
B=BK—PA66 63:2U" Gold T=Tube —
=pK-eael 64:3U” Gold P=Tube+Cap
E—BK_PAST 65:5U" Gold R=Reel+Cap
F=BK—LCP S0:Gold Flash/Tin M=Reel+Mylar
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